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A capacitive touch sensitive display without
a rear shielding layer is provided, which
includes a plurality of exposed conductive

strips and a display. The exposed area of the
first conductive strips 1s larger than the

exposed area of the second conductive strips.
310

'

A driving signal 1s simultaneously and
continuously provided to at least one first

conductive strip.
520

'

Sensing information is generated based on the
mutual capacitive coupling signals provided
by the second conductive strips each time the
driving signal is provided, wherein each
value of the sensing information is the
difference between a pair of second
conductive strips or the difference between
signal differences of two pairs of conductive
strips among three conductive strips, and the
difference suppresses noise coming from the

display.
530

FIG. 5
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1
CAPACITIVE TOUCH SCREEN

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 13/960,109, filed at Aug. 6, 2013, which then
claims the benefit of U.S. patent application Ser. No. 13/569,
286, filed at Aug. 8, 2012, U.S. application Ser. No. 13/211,
591, filed on Aug. 17,2011, U.S. Provisional Application No.
61/472,971, filed on Apr. 7, 2011, Provisional Application
No. 61/435,568, filed on Jan. 24, 2011 and U.S. Provisional
Application No. 61/428,499, filed on Dec. 30, 2010, which
are herein incorporated by reference for all intents and pur-
poses.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to capacitive touch screens,
and more particularly, to a capacitive touch screen that
reduces the effect of negative touches.

2. Description of the Prior Art

Referring to FIG. 1A, when a driving signal D is provided
by a conductive strip being driven, the signal may flow from
afirst finger A to another finger B of the same hand, such that,
during scanning of sensing information S1, sensed conductive
strips corresponding to fingers A and B will sense variations
in mutual-capacitive coupling signals, such as touch-related
sensing information SA and SB shown, respectively. [tcan be
seen from FIG. 1A that the directions in which the touch-
related sensing information SA and SB variations are oppo-
site to each other, that is, the signals are opposite.

The touch-related sensing information SA represents the
variation in capacitive coupling at the intersection between a
sensed conductive strip corresponding to the location of the
first finger A and a driven conductive strip. In this case, a true
touch exists. Similarly, the touch-related sensing information
SB represents the variation in capacitive coupling at the inter-
section between a sensed conductive strip corresponding to
the location of the second finger B and a driven conductive
strip. However, the intersection represented by the touch-
related sensing information SB is not actually being touched,
thus it is a “negative touch”, i.e. a “phantom touch”. In the
following descriptions, a signal flowing out of a conductive
strip due to capacitive coupling of the first finger A is called a
true-touch signal, while a signal flowing out of a conductive
strip due to capacitive coupling of the second finger B is
called n negative-touch signal. Thus, the variations in capaci-
tive couplings corresponding to the true-touch and negative-
touch signals detected on the conductive strips are true touch-
related sensing information and negative touch-related
sensing information, respectively.

Referring to FIG. 1B, when the first finger A and the second
finger B are on the same or nearby sensed conductive strip(s),
the corresponding touch-related sensing information SA and
SB will cancel each other as the signals are opposite to each
other, thus reducing the signal. When the intensities of the
touch-related sensing information SA and SB are close to
each other, the resulting signal may be too small to be deter-
mined as a true touch. In the following descriptions, the
situation in which such distortion of the variation in the
detected capacitive coupling of the true touch caused by the
negative and true touches being close to each other is called
“negative-touch effect”.

In the above example, the first finger A and the second
finger B are capacitively coupled to the conductive strips via
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an insulating surface layer. The thinner the insulating surface
layer, the greater the negative-touch effect. In other words, the
greater the distortion of the variation in the detected capaci-
tive coupling of the true touch. Furthermore, the larger the
number of negative touches caused by the second finger B, the
larger the total number of negative-touch signals is larger, and
the greater the distortion of the variation in the detected
capacitive coupling of the true touch, even to the extent that an
original true touch-related sensing information is regarded as
an negative touch-related sensing information. In other
words, in the worst-case scenario in which all the signals from
the second finger B and the signal from the first finger A are on
the same detected conductive strip, the negative-touch effect
is greatest at this time. Needless to say, in mutual-capacitive
coupling, tolerance to the negative-touch effect determines if
the location of a true touch can be correctly detected and the
number of locations of true touches that can be detected at the
same time.

The negative-touch effect is more severe in portable
devices. This is because the ground that is in contact with a
portable device is different from the ground that is in contact
with a human body. In order to meet market demands, thinner
portable devices are desired, and as a result of this, the capaci-
tive touch screen is also made thinner. The capacitive touch
screens are usually disposed on the display, so noise coming
from the display constantly interferes with the capacitive
touch screen. In order to reduce interference, the most direct
way is to add a rear shielding layer to the back (the portion
nearer to the display) of the capacitive touch screen, which
connects a ground potential to eliminate noise coming from
the display. However, the addition of the rear shielding layer
inevitably increases the thickness of the capacitive touch
screen. This does not meet the requirements of the markets.

Another approach that does not require the addition of a
rear shielding layer while reducing the interference of the
noise from the display is to arrange conductive strips pro-
vided with the driving signal (driven conductive strips) on the
lower layer, and the sensed conductive strips on the upper
layer in a double ITO (DITO) structure, wherein the driven
conductive strips cover the most of the display. Except for the
conductive strips provided with the driving signal, all the
other strips are coupled to ground, thus creating an effect
similar to a shielding layer. Since the sensed conductive strips
are on the upper layer, in order to reduce the negative-touch
effect, the thickness of the insulating surface layer cannot be
effectively made thinner. When the insulating surface layer is
made of a glass material, the distance between a sensed con-
ductive strip and the finger tip needs to be kept at about 1.1
mm or above. Even if a plastic material is adhered to the
supporting glass, the distance between a sensed conductive
strip and the finger tip needs to be kept at about 0.7 mm or
above. With such strict restrictions to the thickness of the
insulating surface layer, the remaining solution is to reduce
the thickness of an insulating intermediate layer between the
driven conductive strips and the sensed conductive strips.

Compared to a DITO structure, the thickness of the insu-
lating surface layerin a single ITO (SITO) structure also faces
the same limitation. However, there is no insulating interme-
diate layer, so the overall thickness is much smaller than the
DITO structure, but the shielding effect is also lost. If noise
interference cannot be effectively eliminated, then it is better
to arrange the SITO structure inside the display (in cell). Ifit
is arranged above the display, then the provision of a rear
shielding layer may become a necessity.

Noise interference arising from the display hinders the
ability to correctly determine the location of a true touch,
while the negative-touch effect affects the ability to correctly
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determine the locations of multiple true touches. Obviously,
in order to reduce the thickness of the capacitive touch
screens, one needs to consider the distance between the
sensed conductive strips and the finger tip, and moreover, how
to eliminate the noise interference coming from the display.

From the above it is clear that prior art still has shortcom-
ings. In order to solve these problems, efforts have long been
made in vain, while ordinary products and methods offering
no appropriate structures and methods. Thus, there is a need
in the industry for a novel technique that solves these prob-
lems.

SUMMARY OF THE INVENTION

When mutual capacitive multi-touch detection is per-
formed on a mutual-capacitive multi-touch screen, the driv-
ing signal may flow from a first finger to a second finger of the
same palm by capacitive coupling, which may reduce the
signal or signal variation indicating the location of a true
touch, causing misjudgment of the true touch. One objective
of the present invention is thus to reduce the negative-touch
effect flowing between the fingers.

When mutual capacitive multi-touch detection is per-
formed on a mutual-capacitive multi-touch screen, capacitive
coupling of signals flowing between multiple external con-
ductive objects and into the multi-touch screen may severely
distort the variations in detected capacitive coupling of a true
touch. In order to avoid this problem, the thickness of an
insulating surface layer cannot effectively be made thinner.

Thus, the objective of the present invention is to reduce the
proportion of the driving signal flowing into a detected con-
ductive strip again from a conductive strip by capacitive cou-
pling of external conductive objects through the insulating
surface layer. This is achieved by providing a conductive strip
pattern, which allows capacitive coupling between a driven
conductive strip and an external conductive object to be
greater than capacitive coupling between a detected conduc-
tive strip and the external conductive object. Thereby, nega-
tive touch effect is reduced, and this in turn reduces the
thickness of the insulating surface layer.

In addition, capacitive coupling signals of the detected
conductive strips are represented by differential values or
dual differential values. This effectively reduces noise inter-
ferences coming from the rear display, eliminating the need
for a rear shielding layer, and reducing the thickness of the
mutual capacitive multi-touch screen. In the case where
capacitive coupling signals of the detected conductive strips
are represented by dual differential values, signal distortions
due to deformations can also be reduced.

In a mutual capacitive multi-touch screen proposed by the
present invention, the conductive strip pattern allows that the
exposed area of the guarding pattern covered by a touch range
of'a valid touch for which a correct position can be detected to
be larger than the exposed area of the detected conductive
strips or larger than the exposed area of the conductive strip
pattern, or the exposed areas of the guarding pattern and the
driven conductive strips covered by the touch range is larger
than the area of the detected conductive strips covered by the
touch range, and capacitive coupling between a driven con-
ductive strip and an external conductive object is greater than
capacitive coupling between a detected conductive strip and
the external conductive object. Therefore, when the driving
signal flows into a conductive strip from a conductive strip by
capacitive coupling of external conductive objects through
the insulating surface layer, the influence of the signal flowing
into the detected conductive strip on the position detection is
reduced.
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In another mutual capacitive multi-touch screen proposed
by the present invention, capacitive coupling between a
driven conductive strip and an external conductive object is
made to be greater than capacitive coupling between a
detected conductive strip and the external conductive object
by making the distance between the driven conductive strip
and the external conductive object to be larger than the dis-
tance between the detected conductive strip and the external
conductive object. Therefore, when the driving signal flows
into a conductive strip from a conductive strip by capacitive
coupling of external conductive objects through the insulat-
ing surface layer, the influence of the signal flowing into the
detected conductive strip on the position detection is reduced.

Obviously, in the mutual capacitive multi-touch screens,
compared to the detected conductive strip, the driven conduc-
tive strip may be both closer to the external conductive object
and have a larger exposed area.

The objectives of the present invention can be achieved by
the following technical schemes. A detection method for a
capacitive touch sensitive display according to the present
invention includes: providing a capacitive touch sensitive
display, including: a plurality of exposed conductive strips,
including a plurality of first conductive strips operatively
provided with a driving signal during mutual capacitive
detection and a plurality of second conductive strips provid-
ing mutual capacitive coupling signals; a display, wherein a
rear shielding layer provided with a DC potential is not
present between the display and the conductive strips; simul-
taneously and continuously providing the driving signal to at
least one first conductive strip; and generating sensing infor-
mation based on the mutual capacitive coupling signals pro-
vided by the second conductive strips each time the driving
signal being provided, wherein each value of the sensing
information is the difference between a pair of second con-
ductive strips or the difference between signal differences of
two pairs of conductive strips among three conductive strips,
and the difference suppresses noise coming from the display,
wherein this conductive strip pattern allows that, when a
touch range of each external conductive object is larger than
apredetermined condition, capacitive coupling between each
external conductive object and the first conductive strip is
greater than capacitive coupling between each external con-
ductive object and the second conductive strip, such that the
proportion of the driving signal flowing out of the first con-
ductive strip via at least one first external conductive object in
the external conductive objects and into the second conduc-
tive strip via at least one second external conductive object in
the external conductive objects decreases as the number of
second external conductive objects increases

The objectives of the present invention can be further
achieved by the following technical measures.

The predetermined condition is a width or an area, and the
exposed area of the first conductive strips is greater than the
exposed area of the second conductive strips

The conductive strips are arranged in a capacitive touch
screen, and the periphery of the capacitive touch screen is
fixed to the display, and the portion of the capacitive touch
screen not fixed to the display deforms under pressure,
wherein each value of the sensing information is the differ-
ence between signal differences between the first two con-
ductive strips and the latter two conductive strips among the
three conductive strips.

At least one zero-crossing point in the sensing information
corresponds to the external conductive objects and each zero-
crossing point is between a positive value and a negative
value.



US 9,069,411 B2

5

The exposed area of the first conductive strips covered by
the touch range is greater than the exposed area of the second
conductive strips covered by the touch range.

The first conductive strips not provided with the driving
signal are provided with the DC potential, and the proportion
of the driving signal flowing out of the first conductive strip
via at least one first external conductive object in the external
conductive objects and into the first conductive strip provided
with the DC potential via at least one second external con-
ductive object in the external conductive objects increases as
the number of second external conductive objects increases.

The objectives of the present invention can be achieved by
the following technical schemes. A capacitive touch screen
according to the present invention includes a plurality of
exposed conductive strips, including a plurality of first con-
ductive strips operatively provided with a driving signal dur-
ing mutual capacitive detection and a plurality of second
conductive strips providing mutual capacitive coupling sig-
nals, which is characterized by: a lower conductive layer
including the second conductive strips with a plurality of
openings; an upper conductive layer including the first con-
ductive strips, the first and second conductive strip intersect-
ing each other at a plurality of intersecting regions and being
exposed; an insulating layer disposed between the first con-
ductive strips and the second conductive strips; and an insu-
lating surface layer overlying on the upper conductive layerto
receive approaching or touching of at least one external con-
ductive object, wherein the openings allow that, when a touch
range of each external conductive object on the capacitive
touch screen is larger than a predetermined condition, capaci-
tive coupling between each external conductive object and the
first conductive strip is greater than capacitive coupling
between each external conductive object and the second con-
ductive strip, such that the proportion of the driving signal
flowing out of the first conductive strip via at least one first
external conductive object in the external conductive objects
and into the second conductive strip via at least one second
external conductive object in the external conductive objects
decreases as the number of second external conductive
objects increases.

The objectives of the present invention can be further
achieved by the following technical measures.

The exposed area of the first conductive strips covered by
the touch range is greater than the exposed area of the second
conductive strips covered by the touch range.

The predetermined condition is a width or an area, and the
exposed area of the first conductive strips is greater than the
exposed area of the second conductive strips.

The capacitive touch screen further includes a control cir-
cuit for performing the following operations: simultaneously
and continuously providing the driving signal to at least one
first conductive strip; and generating sensing information
based on the mutual capacitive coupling signals provided by
the second conductive strips each time the driving signal
being provided, wherein each value of the sensing informa-
tion is the difference between a pair of second conductive
strips or the difference between signal differences of two
pairs of conductive strips among three conductive strips,
wherein the capacitive touch screen is fixed to the display, and
a rear shielding layer provided with a DC potential is not
present between the display and the conductive strips, and the
difference suppresses noise coming from the display.

The periphery of the capacitive touch screen is fixed to the
display, and the portion of the capacitive touch screen not
fixed to the display deforms under pressure, wherein each
value of the sensing information is the difference between
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signal differences between the first two conductive strips and
the latter two conductive strips among the three conductive
strips.

The first conductive strips not provided with the driving
signal are provided with a DC potential, and the proportion of
the driving signal flowing out of the first conductive strip via
at least one first external conductive object in the external
conductive objects and into the first conductive strip provided
with the DC potential via at least one second external con-
ductive object in the external conductive objects increases as
the number of second external conductive objects increases.

A plurality of dummy conductive pads are included in the
openings, and the conductive strips and the dummy conduc-
tive pads are of the same material.

The objectives of the present invention can be achieved by
the following technical schemes. A capacitive touch screen
according to the present invention includes a plurality of
exposed conductive strips, including a plurality of first con-
ductive strips operatively provided with a driving signal dur-
ing mutual capacitive detection and a plurality of second
conductive strips providing mutual capacitive coupling sig-
nals, which is characterized by: the conductive strip pattern
allowing that, when a touch range of each external conductive
object on the capacitive touch screen is larger than a prede-
termined condition, capacitive coupling between each exter-
nal conductive object and the first conductive strip is greater
than capacitive coupling between each external conductive
object and the second conductive strip, such that the propor-
tion of the driving signal flowing out of the first conductive
strip via at least one first external conductive object in the
external conductive objects and into the second conductive
strip via at least one second external conductive object in the
external conductive objects decreases as the number of sec-
ond external conductive objects increases.

The objectives of the present invention can be further
achieved by the following technical measures.

The exposed area of the first conductive strips covered by
the touch range is greater than the exposed area of the second
conductive strips covered by the touch range.

The predetermined condition is a width or an area, and the
exposed area of the first conductive strips is greater than the
exposed area of the second conductive strips.

The capacitive touch screen further includes a control cir-
cuit for performing the following operations: simultaneously
and continuously providing the driving signal to at least one
first conductive strip; and generating sensing information
based on the mutual capacitive coupling signals provided by
the second conductive strips each time the driving signal
being provided, wherein each value of the sensing informa-
tion is the difference between a pair of second conductive
strips or the difference between signal differences of two
pairs of conductive strips among three conductive strips,
wherein the capacitive touch screen is fixed to the display, and
a rear shielding layer provided with a DC potential is not
present between the display and the conductive strips, and the
difference suppresses noise coming from the display.

The periphery of the capacitive touch screen is fixed to the
display, and the portion of the capacitive touch screen not
fixed to the display deforms under pressure, wherein each
value of the sensing information is the difference between
signal differences between the first two conductive strips and
the latter two conductive strips among the three conductive
strips.

The first conductive strips not provided with the driving
signal are provided with a DC potential, and the proportion of
the driving signal flowing out of the first conductive strip via
at least one first external conductive object in the external
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conductive objects and into the first conductive strip provided
with the DC potential via at least one second external con-
ductive object in the external conductive objects increases as
the number of second external conductive objects increases.

Compared to the prior art in which the negative-touch
effect increases as the number of external conductive objects
which facilitates flowing of signals out of conductive strips
increases, in the disclosed technical schemes of present
invention, the negative-touch effect decreases as the number
of external conductive objects which facilitates flowing of
signals out of conductive strips increases, which is contrary to
the prior art. This means a higher tolerance to negative-touch
effect, and the thickness of the insulating surface layer can be
thinner.

BRIEF DESCRIPTION OF THE DRAWINGS

The present invention can be more fully understood by
reading the following detailed description of the preferred
embodiments, with reference made to the accompanying
drawings, wherein:

FIGS. 1A and 1B are schematic diagrams depicting the
negative-touch effect in the prior art;

FIGS. 1C and 1D are schematic diagrams depicting a posi-
tion detecting system;

FIGS. 1E to 1H are schematic diagrams depicting a sensing
layer;

FIGS. 2A and 2B are schematic diagrams analyzing the
negative-touch effect;

FIGS. 3A and 3B are schematic diagrams depicting a con-
ductive strip pattern with openings according to the present
invention;

FIGS. 4A and 4B are schematic diagrams depicting sens-
ing information including consecutive differential and dual
differential values according to the present invention; and

FIG. 5 is a flowchart illustrating a detection method for a
capacitive touch sensitive display according to the present
invention.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Some embodiments of the present invention are described
in details below. However, in addition to the descriptions
given below, the present invention can be applicable to other
embodiments, and the scope of the present invention is not
limited by such, rather by the scope of the claims. Moreover,
for better understanding and clarity of the description, some
components in the drawings may not necessary be drawn to
scale, in which some may be exaggerated relative to others,
and irrelevant parts are omitted.

Referring to FIG. 1C, the present invention provides a
position detecting device 100, which includes a sensing
device 120 and a driving/detecting unit 130. The sensing
device 120 has a sensing layer. In an example of the present
invention, the sensing layer can include a first sensing layer
120A and a second sensing layer 120B. The first and second
sensing layers 120A and 120B each has a plurality of con-
ductive strips 140, wherein the first conductive strips 140A of
the first sensing layer 120A and the second conductive strips
140B of the second sensing layer 120B cross each other. In
another example of the present invention, the first and second
conductive strips 140A and 140B are disposed on a co-planar
sensing layer. The driving/detecting unit 130 produces sens-
ing information based on signals of the conductive strips 140.
In the case of self-capacitive detection, for example, conduc-
tive strips 140 that are being driven are detected. Inthe case of
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mutual-capacitive detection, some of the conductive strips
140 that are not being directly driven by the driving/detecting
unit 130 are detected. In addition, the sensing device 120 can
be disposed on a display 110. An optional rear shielding layer
(not shown) can be interposed between the sensing device
120 and the display 110. In a preferred example of the present
invention, there is no rear shielding layer between the sensing
device 120 and the display 110 so as to reduce the thickness of
the sensing device 120.

The position detecting device 100 of the present invention
can be applied to a computing system as shown in FIG. 1G,
which includes a controller 160 and a host 170. The controller
includes the driving/detecting unit 130 to operatively couple
the sensing device 120 (not shown). In addition, the controller
160 can include a processor 161 for controlling the driving/
detecting unit 130 in generating the sensing information. The
sensing information can be stored in a memory 162 and
accessible by the processor 161. Moreover, the host 170 con-
stitutes the main body of the computing system, and mainly
includes a central processing unit 171, a storage unit 173 that
can be accessed by the central processing unit 171, and the
display 110 for displaying results of operations.

In another example of the present invention, there is a
transmission interface between the controller 160 and the
host 170. The controlling unit transmits data to the host via the
transmission interface. One with ordinary skill in the art can
appreciate that the transmission interface may include, but
not limited to, UART, USB, 12C, Bluetooth, Wi-Fi, IR and
other wireless or wired transmission interfaces. In an example
of the present invention, data transmitted can be positions
(e.g. coordinates), identified results (e.g. gesture codes), com-
mands, sensing information or other information provided by
the controller 160.

In an example of the present invention, the sensing infor-
mation can be initial sensing information generated under the
control of the processor 161, and this information is passed
onto the host 170 for position analysis, such as position analy-
sis, gesture determination, command identification, and so
on. In another example of the present invention, the sensing
information can be analyzed by processor 161 first before
forwarding the determined positions, gestures, commands, or
the like to the host 170. The present invention does not limit
to this example, and one with ordinary skill in the art can
readily recognize other interactions between the controller
160 and the host 170.

Referring to FIG. 1E, a pattern of a conventional capacitive
touch sensor is shown, which includes a plurality of conduc-
tive pads and a plurality of connecting lines. These connect-
ing lines include a plurality of first connecting lines and a
plurality of second connecting lines. These first connecting
lines are arranged in a first direction (e.g. one of the horizontal
and vertical directions) and are connected to a portion of these
conductive pads to form a plurality of conductive strips
arranged in the first direction. Similarly, these second con-
necting lines are arranged in a second direction (e.g. the other
one of the horizontal and vertical directions) and are con-
nected to another portion of these conductive pads to form a
plurality of conductive strips arranged in the second direc-
tion.

These conductive strips (the first and second conductive
strips) can be made of transparent or opaque materials, such
as transparent Indium Tin Oxide (ITO). In terms of the struc-
ture, it can be categorized into a Single ITO (SITO) structure
and a Double ITO (DITO) structure. One with ordinary skill
in the art can appreciate that other materials can be used as the
conductive strips, such as carbon nano tube, and they will not
be further described.
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In an example of the present invention, the vertical direc-
tion is regarded as the first direction, while the horizontal
direction is regarded as the second direction. Thus, the verti-
cal conductive strips are the first conductive strips, and the
horizontal conductive strips are the second conductive strips.
However, one with ordinary skill in the art can appreciate that
the above is merely an example of the present invention, and
the present invention is not limited to this. For example, the
horizontal direction can be regarded as the first direction,
while the vertical direction can be regarded as the second
direction.

FIG.1F is a cross-sectional diagram of FIG. 1E along a line
1, which shows a substrate 17, a portion of a second conduc-
tive strip (including a conductive pad 11, a second connecting
line 12, and a conductive pad 13), an insulating layer 18, a
portion of a first conductive strip (including a first connecting
line 15), and a surface layer 19. In an example of the present
invention, the substrate 17, the insulating layer 18, and the
surface layer 19 can be made of transparent or opaque mate-
rials, such as glass or a plastic film. One with ordinary skill in
the art can recognize that other materials can be used for the
elements described in this example, and they will not be
further described.

In an example of the present invention, FIG. 1G is a cross-
sectional diagram of FIG. 1E along a line II, illustrating the
structure of a DITO capacitive touch sensor. It includes a
substrate 17, a portion of a second conductive strip (including
a second connecting line 12), an insulating layer 18, a portion
of a first conductive strip (including a conductive pad 14, a
first connecting line 15, and a conductive pad 16), and a
surface layer 19.

In an example of the present invention, FIG. 1H is a cross-
sectional diagram of FIG. 1E along the line I, illustrating the
structure of a SITO capacitive touch sensor. It includes a
substrate 17, a portion of a second conductive strip (including
a second connecting line 12), an insulating layer 18, a portion
of a first conductive strip (including a conductive pad 14, a
first connecting line 15, and a conductive pad 16), and a
surface layer 19. The conductive pads 14 and 15 of the first
conductive strip and the second connecting line 12 of the
second conductive strip are co-planar, and the first connecting
line 15 bridges over the second connecting line 12. The first
connecting line 15 is electrically isolated from the second
connecting line 12 by the insulating layer 18. One with ordi-
nary skill in the art can appreciate other types of bridging, for
example, instead of the “over-bridge” structure as shown in
the present example, an “under-bridge” structure can be
formed.

Referring back to FIG. 1A, the touch-related sensing infor-
mation SA represents the variation in mutual capacitive cou-
pling between the first finger A, a driven conductive strip, and
a sensed conductive strip, while the touch-related sensing
information SB represents the variation in mutual capacitive
coupling between the second finger B and a sensed conduc-
tive strip.

Since the first finger A and the second finger B of the same
hand touch or approach a sensed conductive strip simulta-
neously, a true-touch signal may be diminished by an oppo-
site signal flowing through the fingers, as shown in FIG. 1B.
The most direct way for solving this problem is to reduce the
signal flowing to the sensed conductive strip through the
fingers based on the fact that the level of capacitive coupling

C=¢€
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that is, the level of capacitive coupling C is proportional to the
area A of capacitive coupling, and inversely proportional to
the distance of capacitive coupling.
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Since there is an insulating surface layer between the fin-
gers and the sensed conductive strips, so one way to reduce
the signal flowing to the sensed conductive strip through the
fingers is to increase the thickness of the insulating surface
layer. In a preferred example of the present invention, the
insulating surface layer can be a surface glass with an appro-
priate thickness of 1.0 mm and above or 1.1 mm and above.

However, as thinner portable devices are being demanded,
the thinner the surface glass the better it is. In an example of
the present invention, the thickness of the insulating surface
layer may be required to be less than 0.7 mm. In view of this,
analternative way of reducing the signal flowing to the sensed
conductive strip through the fingers is to reduce the exposed
area of the sensed conductive strip.

Referring to FIG. 2A, a first finger and a second finger of a
human hand are touching a first touch zone P1 and a second
touch zone P2, respectively. The firsttouch zone P1 covers the
intersecting region of a first conductive strip Tx1 and a second
conductive strip Rx1, and the second touch zone P2 covers the
intersecting region of a first conductive strip Tx2 and a second
conductive strip Rx2. When the first conductive strip Tx1 is
provided with a driving signal SD, the rest of the first con-
ductive strips including the first conductive strip Tx2 are
provided with a DC signal, and each of the second conductive
strips is detected individually. In an example of the present
invention, those second conductive strips not yet detected can
be provided with a DC signal. The DC signal can be provided
by a ground circuit or a circuit that maintains a DC signal.
Thus, in the present invention, coupling to a ground circuit or
a DC circuit can be regarded as being provided with a DC
signal, such as a circuit being grounded or a conductive strip
being grounded. Similarly, coupling to a circuit that provides
a driving signal can be regarded as being provided with a
driving signal, for example, a circuit being driven or a con-
ductive strip being driven. Furthermore, the driving signal SD
can be provided to a plurality of first conductive strips simul-
taneously. In a preferred example of the present invention, the
plurality of first conductive strips can be a plurality of con-
ductive strips adjacent to one another, for example, two or
three adjacent conductive strips. With a portion of the con-
ductive strips being simultaneous driven, signals detected by
the detected conductive strips can be adaptively controlled
(increased), and the effect of moisture or conductive particles
attached on the insulating surface layer during self-capacitive
detection can be reduced.

In this diagram, when the driving signal SD is provided to
the first conductive strip Tx1, the finger that is touching the
first touch zone P1 is a true touch, and when the driving signal
SD is provided to the first conductive strip Tx2, the finger that
is touching the second touch zone P2 is a true touch. Simi-
larly, the finger that causes an negative touch will be different
according to which first conductive strip is driven by the
driving signal SD. For the convenience of the descriptions,
hereinafter, a finger of a true touch is called as a first finger,
while a finger of an negative touch is called a second finger.

Accordingly, as for the first touch zone P1, the amount of
capacitive coupling formed includes: the amount of capaci-
tive coupling Ctrl between the first conductive strip Tx1 and
the second conductive strip Rx1; the amount of capacitive
coupling Cht1 between the first conductive strip Tx1 and the
first finger H1; and the amount of capacitive coupling Chrl
between the second conductive strip Rx1 and the first finger
H1. Similarly, as for the second touch zone P2, the amount of
capacitive coupling formed includes: the amount of capaci-
tive coupling Ctr2 between the first conductive strip Tx2 and
the second conductive strip Rx2; the amount of capacitive
coupling Cht2 between the first conductive strip Tx2 and the
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second finger H2; and the amount of capacitive coupling Chr2
between the second conductive strip Rx2 and the second
finger H2.

Moreover, some capacitive coupling Chg also exists
between the device and a human body to which the first finger
H1 and the second finger H2 belong. This value is usually
between 10 pF and 250 pF, and the signal that passes through
it is Sg.

Therefore, when the driving signal SD is provided to one or
more first conductive strip(s) Tx1, a signal or signal variation
of'the intersecting region of each second conductive strip and
the first conductive strip Tx1 is represented or obtained by
detecting the signal of each second conductive strip. Simi-
larly, the driving signal SD can be provided to other first
conductive strips to represent or obtain signals or signal varia-
tions of all the intersecting regions. For example, signals Srl
and Sr2 are sensed on the second conductive strips Rx1 and
Rx2, which represent the amounts of capacitive couplings on
the intersecting regions. These are compared with the
amounts of capacitive couplings on the same intersecting
regions when they are not touched to obtain the amounts of
variations. Thus, when an external object (e.g. a finger)
touches the device, touched locations can be represented by
the amounts or amounts of variations of capacitive coupling
on these intersecting regions. Although the first finger H1 and
the second finger H2 are each capacitive coupled to a first
conductive strip and a second conductive strip, but one with
ordinary skill in the art can understand that each finger can be
capacitive coupled to a plurality of conductive strips.

Signal Sr1 may not be the only path from which the driving
signal SD flows out, but some portion of the driving signal SD
may flow from the conductive strip to an external conductive
object, for example, from the conductive strip to the first
finger H1 by capacitive coupling, indicated by a signal S1. All
or part of the signal S1 may flow to ground or system ground
via the external conductive object by capacitive coupling as
indicated by a signal Sg, and some part of the signal S1 may
flow via another external conductive object by capacitive
coupling as indicated by a signal S2, for example, to a second
conductive strip as indicated by signal Sr2 and/or to a first
conductive strip provided with the DC signal.

Thus, not only variation of capacitive coupling is detected
on the intersecting region of the first conductive strip Tx1 and
the second conductive strip Rx1, but also on the intersecting
region of the first conductive strip Tx1 and the second con-
ductive strip Rx2. Since in trueity, there is no actual capacitive
coupling on the intersecting region of the first conductive
strip Tx1 and the second conductive strip Rx2, but the
detected signal indicates a variation in capacitive coupling, an
negative touch is thus established. Further, the signal flows
from the first finger to the second finger, thus the signals
detected by the second conductive strips Rx1 and Rx2 are
opposite to each other. When the true-touch signal Srl
detected on the second conductive strip Rx1 is regarded as a
true touch signal, then the signal Sr2 detected on the second
conductive strip Rx2 can be regarded as an negative-touch
signal. If the two second conductive strips from the respective
first touch zone P1 and the second touch zone P2 are in
proximity or effectively the same strip, the signals of the true
touch and the negative touch may cancel each other, possibly
resulting in a situation in which the true-touch signal is too
small to be detected. The more negative touches there are, the
more prominent this situation is; sometimes, a true-touch
signal is cancelled even to the extent that it becomes an
negative-touch signal. It can be seen from the impedance/
capacitance analysis, the capacitance of a circuit provided
with a DC signal in the second touch zone P2 (since when the
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first conductive strip Tx1 is provided with the driving signal,
the first conductive strip Tx2 is provided with a DC signal
(e.g. grounded)) is Chg+Cht2, and the capacitance of the
negative-touch signal with second conductive strip Rx2 is
Chr2. Thus, the ratio of an negative touch to a true touch is
GTR=(Chr2)/(Chg+Cht2). The smaller this ratio, the smaller
the cancelling effect of the negative- and true-touch signals.
Thus, in order to eliminate or reduce the effect of the negative-
touch signal on the true-touch signal, the area of the circuit
provided with the DC signal can be adjusted, such that when
the second finger H2 approaches or contacts the second touch
zone P2, most of the contact area is on the circuit provided
with the DC signal (or the first conductive strip not being
provided with the driving signal).

A solution to reduce the cancelling of the true- and nega-
tive-touch signals and hence the misjudgment of the true
touch signal is to reduce the signal of the negative touch as
much as possible. The most straightforward way is to increase
the distance between the external conductive object and the
second conductive strip, for example, the distance between
the second finger H2 and the second conductive strip Rx2. In
an example of the present invention, when the insulating
surface layer is glass, the distance between the second finger
H2 and the second conductive strip Rx2 is about 1.1 mm. This
can effectively solve the problem of canceling effect of a
single true-touch signal and a single negative-touch signal.
However, when facing with the challenges of one true-touch
signal cancelled by several negative-touch signals, the dis-
tance between the finger and the second conductive strip will
have to be increased even further. The tolerance of the can-
celling effect without making misjudgment is obviously lim-
ited by the distance between the finger and the second con-
ductive strip. This distance is hardly smaller than 0.7 mm.
Thus, the distance between the finger and the second conduc-
tive strip must increase in order to reduce the negative-touch
signal. However, this does not meet the market needs for
thinner capacitive touch screens.

It can be seen from the ratio of an negative touch to a true
touch GTR=(Chr2)/(Chg+Cht2) that, in order to reduce the
cancelling effect of the true- and negative-touch signals (here-
inafter referred to as the negative-touch effect), the amount of
capacitive coupling Chr2 between the second conductive
strip and the finger must be reduced, and/or the amount of
capacitive coupling between the finger and the DC circuit
(Chg+Cht2) must be increased.

Accordingly, in an example of the present invention, a
plurality of first conductive strips and a plurality of second
conductive strips in one conductive strip pattern intersect with
each other and are exposed. The area of the exposed first
conductive strips is greater than that of the exposed second
conductive strips. In another example of the present inven-
tion, in the case where capacitive coupling range of a valid
touch made by an external conductive object is large enough
for alocation to be determined, the conductive strip pattern is
such that the area of the exposed first conductive strip covered
by or capacitively coupled to capacitive coupling range is
greater than of the exposed second conductive strip covered
by or capacitively coupled to capacitive coupling range. For
example, the area exposed by the second conductive strip is
smaller than half of the area exposed by the first conductive
strip, and capacitive coupling range is larger than the area of
each intersecting region. When the first and second conduc-
tive strips cover the entire or almost cover the entire active
area of a capacitive touch screen, such conductive strip pat-
tern allows the area of the exposed first conductive strip
covered by or capacitively coupled to a capacitive coupling
range of any valid touch across multiple intersecting regions
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to be greater than of the exposed second conductive strip
covered by or capacitively coupled to capacitive coupling
range.

The external conductive object causes a valid touch when
the touch range is larger than a predetermined condition,
wherein the valid touch results in a signal or signal variation
sufficient for determining a location. The predetermined con-
dition can be width (length), area, and the like. For example,
the largest or smallest width (or area) of the touch range is
greater than a predetermined value. Thus, in a SITO structure,
the amount of capacitive coupling between the second finger
H2 and the second conductive strip will be smaller than the
amount of capacitive coupling between the second finger H2
and the DC signal.

In addition, in a DITO structure, the first conductive strips
are on the upper layer, while the second conductive strips are
on the lower layer. That is, the first conductive strips are on a
layer that is closer to external conductive objects. Thus, if a
touch range of any external conductive object on the capaci-
tive touch panel is greater than a predetermined condition,
thus forming a valid touch, and when the area of a first
conductive strip covered by the touch range is greater than the
area of a second conductive strip covered by the touch range,
then the amount of capacitive coupling between the second
finger H2 and the second conductive strip will be smaller than
the amount of capacitive coupling between the second finger
H2 and the circuit with the DC circuit.

In the prior art, in the case where the amount of capacitive
coupling between the second finger H2 and the second con-
ductive strip is not ensured to be smaller than the amount of
capacitive coupling between the second finger H2 and the DC
circuit, the greater the number of second fingers H2, the more
the signals flowing into the second conductive strips by
capacitive coupling between the second fingers H2 and the
second conductive strips.

Referring to FIG. 2B, a schematic diagram illustrating an
negative-touch signal S2 flowing into a conductive strip. The
impedance R shown in the drawing indicates an impedance of
the negative-touch signal S2 before flowing into the conduc-
tive strip. Since the signal of the driving signal capacitively
coupled to the first finger H1 will flow through the second
finger H2 and form a capacitive coupling Cr with the second
conductive strip and a capacitive coupling Cg with the circuit
provided with a DC signal (e.g. a first conductive strip not
provided with the driving signal), a signal Ir flowing into the
second conductive strip and a signal Ig flowing into the circuit
provided with a DC signal are formed, respectively. Obvi-
ously, the driving signal after capacitive coupled to the first
finger H1 flows into the second conductive strip and the
circuit provided with a DC signal in parallel, when the num-
ber of second fingers H2 increases, the amounts of capacitive
coupling Cr and Cg also increase. If the increase in capacitive
coupling Cr is greater than the increase in capacitive coupling
Cg, since the impedance is inversely proportional to the
capacitance, the signal Ir will increase, and the signal Ig will
decrease, that is, the negative-touch effect will increase.

Therefore, as the number of second fingers H2 causing
negative touches increases, the distance between the second
conductive strip and the second finger must also increase, for
example, with a thicker insulating surface layer, so as to
tolerate the negative-touch effect and avoid misjudgment of
the locations of true touches. However, increasing the thick-
ness of the insulating surface layer is against the objective of
decreasing the thickness of the capacitive touch screen.

Accordingly, a technical mean for reducing the negative-
touch effect according to the present invention adopts a con-
ductive strip pattern, assuming the touch range of a valid
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touch is larger than a predetermined condition, the conductive
strip pattern is designed such that the area of an exposed first
conductive strip covered by any touch range larger than the
predetermined condition must be larger than the area of an
exposed second conductive strip covered. Thus, when the
number of second fingers H2 increases, the increase in
capacitive coupling Cg is greater than the increase in capaci-
tive coupling Cr, and since the impedance is inversely pro-
portional to the capacitance, the signal Ig will increase, and
the signal Ir will decrease, that is, the negative-touch effect
will decrease.

In a best mode of the present invention, the first conductive
strips are on the upper layer of a DITO structure, while the
second conductive strips are on the lower layer of the DITO
structure. As shown in FIG. 3, the profiles of the exposed first
conductive strips on the upper layer and second conductive
strips on the lower layer are fairly equal, but the second
conductive strips have openings, so the area of the exposed
first conductive strips is larger than the area of the exposed
second conductive strips.

The design and size of the openings are such that the
amount of a signal of a driving signal capacitively coupled to
at least one external conductive object flowing into a second
conductive strip is smaller than that flowing into the circuit
provided with the DC signal via capacitive coupling of other
external conductive object(s). In other words, as mentioned
before, when the number of second fingers H2 increase, the
increase in capacitive coupling between the signal of the
driving signal capacitively coupled to the at least one external
conductive object and the second conductive strip is smaller
than the increase in capacitive coupling between the signal of
the driving signal capacitively coupled to the at least one
external conductive object and the circuit provided with the
DC signal. This in turn decreases the amount of the negative-
touch signal S2 flowing into the second conductive strip,
while increasing the amount of the negative-touch signal S2
flowing into the circuit provided with the DC signal.

Inthe present invention, assuming that the amount of signal
flowing out of a conductive strip via capacitive coupling is the
same, when the number of second fingers H2 increase,
capacitive coupling between the second fingers H2 and the
second conductive strips decreases. Under this condition, the
thickness of the insulating surface layer only needs to able to
tolerate the negative-touch effect of one second finger H2,
which is to say that this thickness can tolerate the negative-
touch effect arising from more second fingers H2. Tolerating
the negative-touch effect means that when there are negative
touches generated by one or more second fingers H2, the
location of each true touch can be correctly determined.

According to the above, when a capacitive touch screen is
not transparent, for example, a touch pad used as pointing
device in a laptop computer, the negative-touch effect can be
reduced by thinning the sensed conductive strips (e.g. the
second conductive strips). However, if the sensed conductive
strips are distributed too sparsely, then when a slant straight
line is drawn, a series of coordinates representing the location
of the finger may exhibit a slant line with a saw-tooth shape.
The more sparse the arrangement of the second conductive
strips is, the more prominent the saw tooth will be.

Moreover, when a capacitive touch screen is transparent (a
touch sensitive display on a display, for example), in order to
obtain a uniform transmittance, the conductive strips on the
capacitive touch screen should be as uniformly distributed on
the active area of the capacitive touch screen as possible, as
shown in FIG. 1E, for example. The conductive pads are
rhombic in the drawing, but one with ordinary skill in the art
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can recognize that the conductive pads can have a polygonal
shape (e.g. a hexagonal or octagonal shape) or other geomet-
ric shape.

Referring to FIG. 3 A, a capacitive touch screen according
to a first embodiment of the present invention is provided. It
includes a conductive strip pattern 30, which includes a plu-
rality of first conductive strips 31 and a plurality of second
conductive strips 32. The first conductive strips 31 are formed
by a plurality of first conductive pads 33 connected together.
The second conductive strips 32 are formed by a plurality of
second conductive pads 34 connected together. The second
conductive pads have a plurality of openings 35.

Each second conductive pad may have one or more open-
ings. The size (or area) of the opening allows the area of the
first conductive strip covered by a touch range of'a valid touch
larger than a predetermined condition to be greater than the
area of the second conductive strip covered. The valid touch
may mean that when an external conductive object touches
the conductive strip pattern, its location can be determined
correctly. With different physical properties of the conductive
strip pattern and the external conductive object, the predeter-
mined condition is also different. The physical properties can
be properties of a RC circuit.

The valid touch being larger than the predetermined con-
dition requires no measurement, that is, the design of the
conductive strip pattern is such that when the touch range
exceeds a certain width or area, the exposed area of the circuit
provided with a DC signal covered by the touch range is
greater than the exposed area of the second conductive strip
covered by the touch range.

Referring to FIG. 3B, the openings 36 can include a plu-
rality of dummy conductive pads 36. Each opening can have
one or more dummy conductive pads. The material of the
dummy conductive pads can be the same as that of the second
conductive strips, or have the same transparency or color, so
as to maintain a uniform transmittance throughout the con-
ductive strip pattern 30.

Therefore, when the profiles of the first and second con-
ductive strips cover or almost cover the entire active area, the
openings provided in the second conductive strips can effec-
tively reduce the area of the second conductive strips, and
maintain a good precision, and reduce the saw-tooth shape
exhibited by the coordinates representing a slant straight line.
In fact, from the movement of the finger, the future path of the
finger can be predicted, and the saw-tooth shape can thus be
adjusted. If the profiles of the f conductive strips cover or
almost cover the entire active area, then the signal can be
directly adjusted to reduce the saw tooth, so that the above
adjustment can be more accurate. In addition, in an example
of the present invention, the diagonal length of a conductive
pad canbe about 5.5 mm. One with ordinary skill in the art can
appreciate that the conductive pads may have other sizes, and
the present invention is not limited to the above diagonal
length.

In addition to providing openings in the second conductive
strips to reduce the exposed area thereof, the line width of the
second conductive strips can be also be reduced. In short, the
exposed area of the first conductive strips is made to be larger
than the exposed area of the second conductive strips, or when
a touch range is larger than a predetermined condition (e.g.
larger than a width or an area), the exposed area of the first
conductive strips covered by the touch range is greater than
the area of the second conductive strip covered. When this
touch range spans over several intersecting regions, the touch
range mostly cover exposed first conductive strips.

Accordingly, with a conductive strip pattern or openings
described before, when a touch range of each external con-

10

15

20

25

30

35

40

45

50

55

60

65

16

ductive object on the capacitive touch panel is larger than a
predetermined condition, capacitive coupling between each
external conductive object and the first conductive strip is
greater than capacitive coupling between each external con-
ductive object and the second conductive strip, such that the
proportion of a driving signal flowing out of a first conductive
strip via at least one first external conductive object in the
external conductive objects and into a second conductive strip
via at least one second external conductive object in the
external conductive objects decreases as the number of sec-
ond external conductive objects increases.

In addition, the first conductive strips not provided with the
driving signal are provided with a DC signal. The proportion
of'the driving signal flowing out of a first conductive strip via
at least one first external conductive object in the external
conductive objects and into a circuit provided with the DC
signal (e.g. a first conductive strip) via at least one second
external conductive object in the external conductive objects
increases as the number of second external conductive objects
increases.

One with ordinary skill in the art can appreciate that the
shapes of the openings 32 and the dummy conductive pads 33
may include, but not limited to, rhombus, but any other geo-
metric shapes. In an example of the present invention, the
dummy conductive pads and the conductive pads are of the
same material.

The capacitive touch screen can be combined with the
display to form a capacitive touch sensitive display. In a
preferred example of the present invention, there is no rear
shielding layer provided with a DC signal between the con-
ductive strips of the capacitive touch screen and the display. A
traditional rear shielding layer is provided between the con-
ductive strips and the display and is coupled to ground to
block noise coming from the display towards the conductive
strips.

If there is no rear shielding layer, the thickness of the
capacitive touch screen can be reduced significantly, but there
has to be some measures in place for eliminating the interfer-
ences caused by the noise of the display. Accordingly, the
present invention uses a control circuit to generate sensing
information based on mutual capacitive coupling signals pro-
vided by the second conductive strips, and to reduce common
mode noise by subtracting signals of the conductive strips
with each other.

In an example of the present invention, a plurality of con-
secutive differential values is generated based on the mutual
capacitive coupling signals provided by the second conduc-
tive strips. Each value is the difference between the signals of
apair of conductive strips (e.g. second conductive strips). For
example, n conductive strips generate n—1 differential values.
Since the interferences of the display experienced by adjacent
conductive strips are similar, subtracting the signals of a pair
of adjacent conductive strips can effectively remove most of
the noise. In other words, the above difference suppresses the
noise coming from the display.

In another example of the present invention, a plurality of
consecutive dual differential values is generated based on the
mutual capacitive coupling signals provided by the second
conductive strips. Each value is the difference between the
signal differences between two pairs of conductive strips
among three conductive strips. For example, n conductive
strips generate n—2 dual differential values. Each dual differ-
ential value is the difference between the signal difference
between a first pair of conductive strips and the signal differ-
ence of a second pair of conductive strips. Since the interfer-
ences of the display experienced by adjacent conductive
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strips are similar, subtracting the signals of a pair of adjacent
conductive strips can effectively remove most of the noise.

In an example of the present invention, a rear shielding
layer coupled with a DC signal may exist between the capaci-
tive touch screen and the display, and the overall thickness is
greater than that of the capacitive touch screen without a rear
shielding layer.

However, when the capacitive touch screen is deformed
under pressure, the distance between each conductive strip
and the display will change, and so would the level of noise
interference experienced. For example, the capacitive touch
screen is only fixed to the display around the periphery, so part
of the capacitive touch screen may deform when force is
exerted. Since the level of deformation among adjacent con-
ductive strips will be similar to one another, the changes in the
signal difference of a first pair of conductive strips and of a
second pair of conductive strips among three conductive
strips due to deformation will be similar. By subtracting the
signal differences of the first and second pairs of conductive
strips from one another, most of the changes in noise inter-
ferences caused by different levels of deformations can be
effectively removed. In other words, the dual differential
values can effectively suppress the noise coming from the
display, as well as the changes in noise interferences caused
by different levels of deformations

The differential values can be obtained by sequentially or
simultaneously detecting some or all of the second conduc-
tive strips, and converting analog signals into digital data and
generating sensing information from the digital data. Or, dur-
ing or after the detection of some or all of the second conduc-
tive strips, a subtractor circuit (e.g. a differential amplifier)
generates analog signals of the differential values, and then
they are converted into digital data to generate sensing infor-
mation.

In the above consecutive differential or dual differential
values, the portion corresponds to the touch or approach of an
external conductive object will exhibit one or more zero-
crossing points. A zero-crossing point exists between a posi-
tive value and a negative value. Referring to FIG. 4A, a
schematic diagram illustrating sensing information including
consecutive differential values is shown. A zero-crossing
point exists at a place which corresponds to the touch or
approach of an external conductive object. This zero-crossing
point corresponds to the location of the external conductive
object, and the location or coordinate of the zero-crossing
point can be calculated by the slope between the positive and
negative values at either side of this zero-crossing point.
Referring to FIG. 4B, a schematic diagram illustrating sens-
ing information including consecutive dual differential val-
ues is shown. A pair of zero-crossing points exists at a place
which corresponds to the touch or approach of an external
conductive object. The peak of this pair of zero-crossing
points corresponds to the location of the external conductive
object, and the location of the peak can be calculated by
scanning the values at either side of the peak, for example, by
calculating the location of center of mass based on the values
at either side of the peak.

In mutual capacitive detection, an image corresponding to
the above intersecting regions can be obtained. For example,
FIGS. 4A and 4B correspond to one-dimensional (1-D) sens-
ing information on a single first conductive strip. By gather-
ing 2-D sensing information from 1-D sensing information of
the intersecting regions on each first conductive strip, an
image is formed.

In an example of the present invention, an initial image is
recorded before the capacitive touch screen is being touched.
Thereafter, the initial image is compared with the image at
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each scan to determine the location of each external conduc-
tive object. For example, a differential image is obtained by
subtracting each corresponding values in the image at each
scan and the initial image from one another, and the location
of'each external conductive object is determined based on the
variations in the differential image.

Referring to FIG. 5, a flowchart illustrating a detection
method for a capacitive touch screen according to a second
embodiment of the present invention is shown. First, in step
510, a capacitive touch sensitive display without a rear shield-
ing layer is provided, which includes a plurality of exposed
conductive strips and a display. The conductive strips include
a plurality of first conductive strips operatively provided with
a driving signal during mutual capacitive detection and a
plurality of second conductive strips providing mutual
capacitive coupling signals. The conductive strips are sepa-
rated from each other. In addition, there is no rear shielding
layer provided with a DC signal between the display and the
conductive strips. The conductive strip pattern allows that,
when a touch range of each external conductive object on the
capacitive touch panel is larger than a predetermined condi-
tion, capacitive coupling between each external conductive
object and the first conductive strip is greater than capacitive
coupling between each external conductive object and the
second conductive strip, such that the proportion of the driv-
ing signal flowing out of the first conductive strip via at least
one first external conductive object in the external conductive
objects and into the second conductive strip via at least one
second external conductive object in the external conductive
objects decreases as the number of second external conduc-
tive objects increases.

In addition, the first conductive strips not provided with the
driving signal are provided with a DC signal. The proportion
of the driving signal flowing out of the first conductive strip
via at least one first external conductive object in the external
conductive objects and into a circuit provided with the DC
signal (e.g. a first conductive strip) via at least one second
external conductive object in the external conductive objects
increases as the number of second external conductive objects
increases.

Next, as shown in step 520, at least one first conductive
strip is simultaneously and continuously provided with the
driving signal. For example, the driving/detecting unit 130
provides the driving signal to at least one first conductive
strip, one at a time, or simultaneously to adjacent two or three
first conductive strips.

In addition, as shown in step 530, each time the driving
signal is provided, sensing information is generated based on
mutual capacitive coupling signals provided by the second
conductive strips. Each value of the sensing information is the
difference between a pair of second conductive strips or the
difference between signal differences of two pairs of conduc-
tive strips among three conductive strips. The difference sup-
presses the noise coming from the display.

Other relevant details of this embodiment are disclosed in
the previous descriptions, and will not be further described.

In the prior art, as the number of external conductive
objects that cause negative touches increases, more of the
driving signal will flow into the conductive strips providing
mutual capacitive coupling signals (e.g. the above second
conductive strips) by capacitive coupling of a plurality of
external conductive objects (e.g. the above first and second
conductive objects). If the true-touch signal is decreased by
one or more of the negative-touch signals, judgment of true-
touch locations is prone to errors. Thus, the number of the
locations of the external conductive objects that can be deter-
mined simultaneously is limited by the level of tolerance in
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terms of a true-touch signal being reduced by negative-touch
signals. This problem is exacerbated when the conductive
strips providing mutual capacitive coupling signals are closer
to the external conductive objects. That is, the thinner the
insulating surface layer or the capacitive touch screen is, the
more severe the negative-touch effect will be.

On the contrary, in the technical solutions provided by the
present invention, the amount of capacitive coupling between
the second external conductive object and the circuit coupled
to the DC potential is greater than the amount of capacitive
coupling between the second external conductive object and
the conductive strips providing the mutual capacitive cou-
pling signals. More specifically, when there are more external
conductive object that cause negative touches or the insulat-
ing surface layer is thinner, the capacitive coupling between
the second external conductive object and the circuit coupled
to the DC potential is even greater than the amount of capaci-
tive coupling between the second external conductive object
and the conductive strips providing the mutual capacitive
coupling signals, so that the amount of driving signal flowing
into the conductive strips providing the mutual capacitive
coupling signals by capacitive coupling of a plurality of exter-
nal conductive objects is less. This is contrary to the short-
coming of the prior art.

The above embodiments are only used to illustrate the
principles of the present invention, and they should not be
construed as to limit the present invention in any way. The
above embodiments can be modified by those with ordinary
skill in the art without departing from the scope of the present
invention as defined in the following appended claims.

What is claimed is:

1. A detecting circuit, applied to a touch system including
atouch panel and a display, wherein the touch panel includes
a plurality of electrodes facing each other, and the electrodes
including a plurality of first electrodes operatively provided
with a driving signal during mutual capacitive detection and a
plurality of second electrodes providing mutual capacitive
coupling signals, wherein the second electrodes includes a
first detecting electrode, a second detecting electrode, a third
detecting electrode and a fourth detecting electrode parallel-
ized continuously, and the detecting circuit executes the fol-
lowing operations:

detecting signals of the second electrodes to generate a

plurality of dual differences comprising a first dual dif-
ference and a second dual difference, wherein the first
dual difference is the difference between a first differ-
ence and a second difference, and the second dual dif-
ference is the difference between the second difference
and a third difference, wherein the first difference is the
difference between the signals of the first detecting elec-
trode and the second detecting electrode; the second
difference is the difference between the signals of the
second detecting electrode and the third detecting elec-
trode; and the third difference is the difference between
the signals of the third detecting electrode and the fourth
detecting electrode,

wherein when the display updates frames during detection

by the detecting circuit, the signals of the second elec-
trodes comprises the mutual capacitive coupling signals
and noises from the display, and the dual differences
suppresses the noises.

2. The detecting circuit according to claim 1, wherein the
second electrodes are capacitively coupled to the display, and
the noises of the signals of the first detecting electrode, the
second detecting electrode, the third detecting electrode and
the fourth detecting electrode are a first noise, a second noise,
a third noise and a fourth noise separately when the display
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updates frames during detection by the detecting circuit,
wherein the values of the first noise and the second noise
approximate to each other; the values of the second noise and
the third noise approximate to each other; and the values of
the third noise and the fourth noise approximate to each other.

3. The detecting circuit according to claim 2, wherein the
first difference is the difference between the mutual capaci-
tive coupling signals of the first detecting electrode and the
second detecting electrode after the first noise and the second
noise cancel out when the detecting circuit generates the first
difference by the subtraction between the signals of the first
detecting electrode and the second detecting electrode; the
second difference is the difference between the mutual
capacitive coupling signals of the second detecting electrode
and the third detecting electrode after the second noise and the
third noise cancel out when the detecting circuit generates the
second difference by the subtraction between the signals of
the second detecting electrode and the third detecting elec-
trode; and the third difference is the difference between the
mutual capacitive coupling signals of the third detecting elec-
trode and the fourth detecting electrode after the third noise
and the fourth noise cancel out when the detecting circuit
generates the third difference by the subtraction between the
signals of the third detecting electrode and the fourth detect-
ing electrode, so as to suppress the noises from the display.

4. The detecting circuit according to claim 1, wherein the
second electrodes are capacitively coupled to the display, and
the noises of the first difference, the second difference, and
the third difference are a first noise, a second noise, and a third
noise separately when the display updates frames during
detection by the detecting circuit, wherein the values of the
first noise and the second noise approximate to each other,
and the values ofthe second noise and the third noise approxi-
mate to each other.

5. The detecting circuit according to claim 4, wherein the
first dual difference is the dual difference between the mutual
capacitive coupling signals of the first detecting electrode, the
second detecting electrode and the third detecting electrode
after the first noise and the second noise cancel out when the
detecting circuit generates the first dual difference by the
subtraction between the first difference and the second dif-
ference, and the second dual difference is the dual difference
between the mutual capacitive coupling signals of the second
detecting electrode, the third detecting electrode and the
fourth detecting electrode after the second noise and the third
noise cancel out when the detecting circuit generates the
second dual difference by the subtraction between the second
difference and the third difference, so as to suppress the
noises from the display.

6. The detecting circuit according to claim 1, wherein the
touch panel comprises a first insulating layer and a second
insulating layer, wherein the first electrodes are located
between the first insulating layer and the second insulating
layer, and the second electrodes are located between the sec-
ond insulating layer and the display.

7. The detecting circuit according to claim 1, wherein the
area of the first electrodes outside of the intersecting area of
the first electrodes and the second electrodes is larger than the
area of the second electrodes outside of the intersecting area
of the first electrodes and the second electrodes.

8. A touch system, comprising:

a display;

a touch panel, comprising a plurality of electrodes facing
each other, and the electrodes including a plurality of
first electrodes operatively provided with a driving sig-
nal during mutual capacitive detection and a plurality of
second electrodes providing mutual capacitive coupling
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signals, wherein the second electrodes includes a first
detecting electrode, a second detecting electrode, a third
detecting electrode and a fourth detecting electrode par-
allelized continuously;

a detecting circuit, detecting signals of the second elec-
trodes to generate a plurality of dual differences com-
prising a first dual difference and a second dual differ-
ence, wherein the first dual difference is the difference
between a first difference and a second difference, and
the second dual difference is the difference between the
second difference and a third difference, wherein the
first difference is the difference between the signals of
the first detecting electrode and the second detecting
electrode; the second difference is the difference
between the signals of the second detecting electrode
and the third detecting electrode; and the third difference
is the difference between the signals of the third detect-
ing electrode and the fourth detecting electrode,

wherein when the display updates frames during detection
by the detecting circuit, the signals of the second elec-
trodes comprises the mutual capacitive coupling signals
and noises from the display, and the dual differences
suppresses the noises.

9. The touch system according to claim 8, wherein the
second electrodes are capacitively coupled to the display, and
the noises of the signals of the first detecting electrode, the
second detecting electrode, the third detecting electrode and
the fourth detecting electrode are a first noise, a second noise,
a third noise and a fourth noise separately when the display
updates frames during detection by the detecting circuit,
wherein the values of the first noise and the second noise
approximate to each other; the values of the second noise and
the third noise approximate to each other; and the values of
the third noise and the fourth noise approximate to each other.

10. The touch system according to claim 9, wherein the first
difference is the difference between the mutual capacitive
coupling signals of the first detecting electrode and the sec-
ond detecting electrode after the first noise and the second
noise cancel out when the detecting circuit generates the first
difference by the subtraction between the signals of the first
detecting electrode and the second detecting electrode; the
second difference is the difference between the mutual
capacitive coupling signals of the second detecting electrode
and the third detecting electrode after the second noise and the
third noise cancel out when the detecting circuit generates the
second difference by the subtraction between the signals of
the second detecting electrode and the third detecting elec-
trode; and the third difference is the difference between the
mutual capacitive coupling signals of the third detecting elec-
trode and the fourth detecting electrode after the third noise
and the fourth noise cancel out when the detecting circuit
generates the third difference by the subtraction between the
signals of the third detecting electrode and the fourth detect-
ing electrode, so as to suppress the noises from the display.

11. The touch system according to claim 8, wherein the
second electrodes are capacitively coupled to the display, and
the noises of the first difference, the second difference, and
the third difference are a first noise, a second noise, and a third
noise separately when the display updates frames during
detection by the detecting circuit, wherein the values of the
first noise and the second noise approximate to each other,
and the values ofthe second noise and the third noise approxi-
mate to each other.

12. The touch system according to claim 11, wherein the
first dual difference is the dual difference between the mutual
capacitive coupling signals of the first detecting electrode, the
second detecting electrode and the third detecting electrode
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after the first noise and the second noise cancel out when the
detecting circuit generates the first dual difference by the
subtraction between the first difference and the second dif-
ference, and the second dual difference is the dual difference
between the mutual capacitive coupling signals of the second
detecting electrode, the third detecting electrode and the
fourth detecting electrode after the second noise and the third
noise cancel out when the detecting circuit generates the
second dual difference by the subtraction between the second
difference and the third difference, so as to suppress the
noises from the display.

13. The touch system according to claim 8, wherein the
touch panel comprises a first insulating layer and a second
insulating layer, wherein the first electrodes are located
between the first insulating layer and the second insulating
layer, and the second electrodes are located between the sec-
ond insulating layer and the display.

14. The touch system according to claim 8, wherein the
area of the first electrodes outside of the intersecting area of
the first electrodes and the second electrodes is larger than the
area of the second electrodes outside of the intersecting area
of the first electrodes and the second electrodes.

15. A detecting method, executed by a detecting circuit of
a touch system which further comprises a touch panel and a
display, wherein the touch panel includes a plurality of elec-
trodes facing each other, and the electrodes including a plu-
rality of first electrodes operatively provided with a driving
signal during mutual capacitive detection and a plurality of
second electrodes providing mutual capacitive coupling sig-
nals, wherein the second electrodes includes a first detecting
electrode, a second detecting electrode, a third detecting elec-
trode and a fourth detecting electrode parallelized continu-
ously, and the detecting method comprises:

detecting signals of the second electrodes to generate a

plurality of dual differences comprising a first dual dif-
ference and a second dual difference, wherein the first
dual difference is the difference between a first differ-
ence and a second difference, and the second dual dif-
ference is the difference between the second difference
and a third difference, wherein the first difference is the
difference between the signals of the first detecting elec-
trode and the second detecting eclectrode; the second
difference is the difference between the signals of the
second detecting electrode and the third detecting elec-
trode; and the third difference is the difference between
the signals of the third detecting electrode and the fourth
detecting electrode,

wherein when the display updates frames during detection

by the detecting circuit, the signals of the second elec-
trodes comprises the mutual capacitive coupling signals
and the noises from the display, and the dual differences
suppresses the noises.

16. The detecting method according to claim 15, wherein
the second electrodes are capacitively coupled to the display,
and the noises of the signals of the first detecting electrode,
the second detecting electrode, the third detecting electrode
and the fourth detecting electrode are a first noise, a second
noise, a third noise and a fourth noise separately when the
display updates frames during detection by the detecting cir-
cuit, wherein the values of the first noise and the second noise
approximate to each other; the values of the second noise and
the third noise approximate to each other; and the values of
the third noise and the fourth noise approximate to each other.

17. The detecting method according to claim 16, wherein
the first difference is the difference between the mutual
capacitive coupling signals of the first detecting electrode and
the second detecting electrode after the first noise and the
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second noise cancel out when the detecting circuit generates
the first difference by the subtraction between the signals of
the first detecting electrode and the second detecting elec-
trode; the second difference is the difference between the
mutual capacitive coupling signals of the second detecting
electrode and the third detecting electrode after the second
noise and the third noise cancel out when the detecting circuit
generates the second difference by the subtraction between
the signals of the second detecting electrode and the third
detecting electrode; and the third difference is the difference
between the mutual capacitive coupling signals of the third
detecting electrode and the fourth detecting electrode after
the third noise and the fourth noise cancel out when the
detecting circuit generates the third difference by the subtrac-
tion between the signals of the third detecting electrode and
the fourth detecting electrode, so as to suppress the noises
from the display.

18. The detecting circuit according to claim 15, wherein the
second electrodes are capacitively coupled to the display, and
the noises of the the first difference, the second difference,
and the third difference are a first noise, a second noise, and a
third noise separately when the display updates frames during
detection by the detecting circuit, wherein the values of the
first noise and the second noise approximate to each other,
and the values ofthe second noise and the third noise approxi-
mate to each other.

25

24

19. The detecting method according to claim 18, wherein
the first dual difference is the dual difference between the
mutual capacitive coupling signals of the first detecting elec-
trode, the second detecting electrode and the third detecting
electrode after the first noise and the second noise cancel out
when the detecting circuit generates the first dual difference
by the subtraction between the first difference and the second
difference, and the second dual difference is the dual differ-
ence between the mutual capacitive coupling signals of the
second detecting electrode, the third detecting electrode and
the fourth detecting electrode after the second noise and the
third noise cancel out when the detecting circuit generates the
second dual difference by the subtraction between the second
difference and the third difference, so as to suppress the
noises from the display.

20. The detecting method according to claim 15, wherein
the touch panel comprises a first insulating layer and a second
insulating layer, wherein the first electrodes are located
between the first insulating layer and the second insulating
layer, and the second electrodes are located between the sec-
ond insulating layer and the display.

21. The detecting method according to claim 15, wherein
the area of the first electrodes outside of the intersecting area
of'the first electrodes and the second electrodes is larger than
the area of the second electrodes outside of the intersecting
area of the first electrodes and the second electrodes.
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